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(200 AMP WITH GENERATOR PLUG)

1 2

3 4

5

BE SIZED BASED ON 60°C AMPACITY FOR 14-1 AWG AND 75°C AMPACITY OVER 1 AWG PER TABLE
REPLACEMENT BREAKERS MUST BE SAME TYPE AND RATING. FIELD INSTALLED CONDUCTORS SHOULD
RATING IS LIMITED TO THE LOWEST INTERUPTING CAPACITY OF ANY DEVICE INSTALLED THERIN
SHORT CIRCUIT RATING: RMS SYMMETRICAL AMPS 42,000 AT 120/240 VAC. THE SHORT CIRCUIT

310-16 OF NEC.

GENERATORBLOCKS

BONDED NEUTRAL, REMOVE BONDING MEANS FOR TEST PURPOSES ONLY

#14-10 18

SERVICE DISCONNECT: CUTLER-HAMMER TYPE ED.

TORQUE (IN.LBS.)

TIGHTNESS BEFORE ENERGIZING!
ELECTRICAL CONNECTIONS:  CHECK
SHIPPING TENDS TO LOOSEN

SIZE

#5/16-18
#1/4-20
# 10-32

# 6
# 8

60-70
50-60
10-15

32
23

SERV. GRD.

B

PER OPENING FOR EQUIPMENT GRD.
USE MORE THAN ONE CONDUCTOR
EQUIPMENT GROUND TERMINATION:

TORQUE: IN.LBS.

WIRE CONNECTORS:  USE AL/CU

SYMBOL

ONLY.

#6-250MCM

# 3-1/0
# 6-4

#14-10
# 8

RANGE

A/0 N /0

250

45
41
36
32

(BONDED)
NEUTRAL

CONDUCTORS

INTERMEDIATE HANDLE TRIP POSITION TO RESTORE POWER:
TURN TO FULL OFF, THEN ON.

W

G

5101246

BLOCK
POWER

(C/B INTERLOCK)

B1 B2

RECEPT.

TEST

SEE MAIN BREAKER HANDLE

METER SOCKET 200 AMPS CONTINUOUS

RAINPROOF TYPE 3R.

USE AS SERVICE EQUIPMENT.
INDUSTRIAL CONTROL-SUITABLE ONLY FOR

MEUG20-M200 (MOD)

725 E. HARRISON, CORONA CA 92879

 2200B2 GENERATOR DISC.

SECTION
UTILITY TERMINATION

UTILITY SERV. DISC.

CIRCUIT DIRECTORY

B1

NO. DESCRIPTION

120/240 VAC

200

AMP

 2

POLE

CAUTION: CIRCUIT MAY BE LIVE

"WATTHOUR METER NOT INCLUDED IN
THE SHORT-CIRCUIT CURRENT RATING"

WITH METER REMOVED

MANUAL BYPASS DEVICE

POWER PRODUCTS, INC.

200 AMPS MAXIMUM1 PHASE 3 WIRE

MYERS ELECTRICAL METER PEDESTAL
(WIRE DIAGRAM)
200 AMP MYERS ELECTRICAL METER PEDESTAL

(ISOMETRIC VIEW)
200 AMP MYERS ELECTRICAL METER PEDESTAL

SINGLE METER SERVICE PEDESTAL

200 AMP MYERS ELECTRICAL METER PEDESTAL

200 AMP MYERS ELECTRICAL METER PEDESTAL

CONCRETE PAD

TYPICAL ANCHOR BOLT DETAIL 6

TEST BLOCKS

HINGED
DEADFRONT

INTERIOR VIEW

MYERS METERED UNDERGROUND SERVICE PEDESTAL
NEMA 3R CONSTRUCTION-
POLYESTER POWDER COAT FINISH OVER ZINC COATED STEEL

ALL FACTORY WIRING CODE GAUGE COPPER CONDUCTORS WITH 600V INSULATION
SERVICE TERMINATIONS NO. 6 AWG TO 250 MCM CU/AL

NO DESCRIPTION QTY AMP POLE KAIC MYERS P/N

PHOTOCELL REQUIRED

MATERIAL LIST

YES NO

-STAINLESS STEEL HARDWARE

DATE: BY: S/O #

POWER POLE NO.

LOCATION

CONTRACT NO.

BREAKER I.D.NAMEPLATES

PHENOLIC

U.L. LABEL SERVICE EQUIPMENT

INDUSTRIAL CONTROL

CABINET & BOXES

NOYESPHOTOCELL PROVISIONS

JLT

1 200 2 42K G21073CH TYPE ED2200L

MEUG20-M200 (MOD)

AIC

20031120/240

5101246

OTHER

CAT. NO.

CONTRACTOR

DISTRIBUTOR

UTILITY

725 E. HARRISON ST., CORONA, CA. 92879

MYERS POWER PRODUCTS

/ AMPSWO

FOR WIRING DIAGRAM

V

SEE DRAWING

DK. GREENWHITELT. GREENFINISH COLOR

STATE INSPECTION REQUIRED YES NO

200A
4JAW

0/ N /0

REAR LANDING DETAIL, COVER REMOVED

FOR BASE DETAIL SEE MYERS CATALOG.
12/07/05 SM95073

B1

S.C.E. 42K

F5101246

HBL#4200RS1WRGEN. RECEPTACLEGR 41 200 240V Y30013

C/B INTERLOCK

B1 B2

UTILITY SERV. DISC.

CH TYPE ED2200LB2 GEN. DISC. 21 200 42K G21073

MYERS

MYERS

POWER PEDESTAL
DETAILS
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PRODUCT WEIGHTS

DESIGN NOTES
  1)  MIN. DESIGN CRITERIA IS AS NOTED UNLESS
       OTHERWISE SPECIFIED
  2)  DESIGN LOADINGS:
       A.  AASHTO HS - 20 - 44, W/ IMPACT.
       B.  SOIL WEIGHT = 120 PCF
       C.  DEPTH OF OVERBURDEN: 0.0' MIN. -  0.0'
            MAX.
       D.  ASSUMED WATER TABLE: BELOW
            BOTTOM OF VAULT.
       E.  EQUIV. FLUID PRESSURE = 40 PCF.
       F.  80 PSF LATERAL LIVE LOAD SURCHARGE
  3)  CONCRETE 28 DAY COMPRESSIVE
       STRENGTH SHALL BE 6000 PSI (MIN.)
  4)  STEEL REINFORCEMENT: REBAR, ASTM
       A-615 GRADE 60
  5)  CEMENT: ASTM C-150 SPECIFICATIONS
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VIEW P
SCALE 1
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VIEW B
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VIEW D
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* EXTERIOR TO BE COATED WITH TNEMECO WATERPROOFING 46-465
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CROWN CASTLE TO PLACE
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ELEVATIONS
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ELEVATIONS 2

1RISER DETAIL

NOTE:

NOTE:
COAX SHALL REMAIN STRAIGHT FOR A MINIMUM OF 4" FROM
BOTTOM OF CONNECTOR TO BEGINNING OF THE BEND.

10.75" O.D.

12
"

9.75"

10.75" O.D.

12
"

9.75"
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