INSTALL SPRINKLER HEAD FLUSH WITH FINISHED GRADE IN TURF AREAS

POP-UP SPRINKLER HEAD, ROTOR OR SPRAY TYPE

INSTALL SPRINKLER HEAD 1/2 INCH ABOVE FINISHED GRADE IN SHRUB AND GROUND COVERS AREAS

NATIVE OR AMENDED SOIL

TRIPLE SWING JOINT, WITH PVC SCH 80 NIPPLES AND STREET ELLS MALE IRON PIPE THREAD (MIPT) INLET AND MIPT OUTLET. LAY LENGTH TO BE 6 INCHES MINIMUM. SIZE PURSUANT TO SPRINKLER INLET.

SCH 40 PVC SxSxT TEE FITTING LATERAL x SPRINKLER INLET SIZE

LATERAL LINE

NOTE:
INSTALL SPRINKLER HEADS 6 INCHES FROM PAVING EDGE IN GROUND COVER AREAS.
INSTALL SPRINKLER HEADS 4 INCHES FROM PAVING EDGE IN TURF AREAS.
INSTALL SPRINKLER HEADS PLUMB. ADJUST NOZZLE STREAM TO COVER LANDSCAPE AREA WITHOUT OVERSPRAY ONTO PAVING, FENCES, WALLS, OR BUILDINGS.
USE TEFLOM TAPE ON ALL THREADED FITTINGS.

(C)Copyright 2000 Global Dig-tech, LLC - The pictures and graphic expressions displayed with this work are copyrighted under the laws of the United States and shall be used only on projects under the jurisdiction of the agency listed below.

REVISIONS

CITY OF IRVINE

STANDARD PLAN NO.

POP-UP SPRINKLER (12 INCH)

521

Approved by: Mark L. Carroll R.E., 31515
City Engineer

Date: 6-22-09

Sheet 1 of 1