FINISHED GRADE IN TURF AREAS

12 INCH x 17 INCH PLASTIC RECTANGULAR VALVE BOX (GREY IN COLOR) WITH BOLT DOWN COVER. USE STAINLESS STEEL BOLT, NUT AND WASHER. BOX TO BE PLACED AT RIGHT ANGLE TO HARDSCAPE EDGE. HEAT BRAND "IRR-COM" ONTO LID.

CONDUIT BUSHING, SEAL CONDUIT ENDS WITH SPRAY FOAM PERMANENT IDENTIFICATION BAND

FINISHED GRADE IN SHRUB AREAS

IRRIGATION INTERCONNECT CABLE OR FLOW SENSOR WIRE WITH MIN. 24-INCH LOOP

BRICK SUPPORTS AT EACH CORNER

UL LISTED PVC SCH 40 90° SWEEP, 2 REQUIRED

UL LISTED PVC SCH 40 CONDUIT

UL LISTED PVC SCH 40 SXS COUPLING, 4 REQUIRED

3/4 INCH DIAMETER ROCK, 6 INCHES THICK

SECTION VIEW - N.T.S.

NOTE:
THE ENDS OF CONDUIT SHALL BE CAPPED UNTIL PULLING OF CONDUCTORS IS STARTED
WRAP LANDSCAPE FABRIC AROUND SIDES AND BOTTOM OF BOX TO COVER ALL OPENINGS.

©Copyright 2008 Global Dig-Info, LLC - The pictorial and graphic expressions displayed with this work are copyrighted under the laws of the United States and shall be used only on projects under the jurisdiction of the agency listed below.

<table>
<thead>
<tr>
<th>REVISIONS</th>
<th>CITY OF IRVINE</th>
<th>STANDARD PLAN NO.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>518</td>
</tr>
</tbody>
</table>

Approved by: Mark L. Carroll R.O.E. 51515
City Engineer
Date: 6-23-09

Sheet 1 of 1