STAINLESS STEEL ENCLOSURE, 24 INCH WIDE FRONT ENTRY, WALL MOUNT TYPE. (IN A SECURE LOCATION, ENCLOSURE MAY NOT BE REQUIRED. VERIFY LOCATION WITH CITY INSPECTOR.)

FLOW SENSOR OUTPUT TRANSITTER WITH PULSE DECODER AND SENSOR DECODERS AS REQUIRED

CLUSTER CONTROL UNIT 6 OR 28 CHANNEL AS INDICATED ON LEGEND

STAINLESS STEEL, U.L. LISTED, PREDRILLED, REMOVABLE BACKBOARD

BUILDING WALL, BY OTHERS

48"

1 INCH MIN. PVC CONDUIT/SWEEP FOR ELECTRICAL SERVICE

1 INCH PVC CONDUIT/SWEEP FOR TELEPHONE SERVICE

BUILDING FOUNDATION BY OTHERS, COORDINATE CONDUIT ROUTING

1 1/4 INCH PVC CONDUIT/SWEEP FOR COMMUNICATION CABLE TO OTHER SATELLITES

3 INCH MIN. PVC CONDUIT/SWEEP FOR CONTROL WIRES TO VALVES

1 INCH PVC CONDUIT/SWEEP FOR FLOW SENSOR CABLE

NOTES:
ALL ELECTRICAL WORK SHALL BE IN ACCORDANCE WITH THE CALIFORNIA ELECTRICAL CODE.

CONTROLLER, ENCLOSURE, AND ALL OF THE REQUIRED COMPONENTS SHALL BE PART OF A PRE-ASSEMBLED SATELLITE ASSEMBLY.